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Grease gunGrease K05®

Important for maintenance and safe operation,
to be ordered with the chuck

Grease gun (DIN 1283) for
cartridges 14 Oz. (DIN 1284).
 ■ Also refi llable from grease can 1000 g.

 Special grease for
manual and power chucks

Lubrication set Id. No. 083726
Supply range
■ Grease gun
■  1 Adapter fl exible for high pressure grease nipple
■  1 Adapter for cone grease nipple

Can 1000 g
Id. No. 011881

Cartridge 14 Oz. (DIN 1284)
Grease content 500 g
Id. No. 016440

■ High adhesion
■ High resistance against coolant
■ High load bearing capacity
■ Low friction coeffi cient
■ Avoids tribocorrosion

GBK-2G

GBK-2G 170 162390 20 27.5 63.5 73.6 20 10 0.7 KNCS-2G 170

GBK-2G 200 161520 22 29.5 82 92.2 20 10 1.0 KNCS-2G 210
KNCS-2G 225

GBK-2G 250 161540 26 37 101 111.2 20 12 1.8 KNCS-2G 260

GBK-2G 315 161329 32 43 112 122.2 20 12 2.7 KNCS-2G 325

GBK-2G 400 161605 32 43 123 133.2 26 12 3.0 HG-2G 400
KNCS-2G 400

GBK-2G 500 161843 45 57 157.5 167.1 30 18 7.7 HG-2G 500
KNCS-2G 500

GBK-2G 630 161846 45 57 199.5 209.7 30 18 9.5 HG-2G 630
KNCS-2G 630

GBK-2G 170 207495 KNCS-2G 170

GBK-2G 200 205382 KNCS-2G 210
KNCS-2G 225

GBK-2G 250 205383 KNCS-2G 260

GBK-2G 315 205384 KNCS-2G 325

GBK-2G 400 205384 HG-2G 400
KNCS-2G 400

GBK-2G 500 206915 HG-2G 500
KNCS-2G 500

GBK-2G 630 206915 HG-2G 630
KNCS-2G 630
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GBK-2G 170 207496 KNCS-2G 170

GBK-2G 200 205386 KNCS-2G 210
KNCS-2G 225

GBK-2G 250 205387 KNCS-2G 260

GBK-2G 315 205388 KNCS-2G 325

GBK-2G 400 205388 HG-2G 400
KNCS-2G 400

GBK-2G 500 206916 HG-2G 500
KNCS-2G 500

GBK-2G 630 206916 HG-2G 630
KNCS-2G 630

Hardened base jaws
for quick jaw change

Seal kit
for hardened base jaws GBK-2G

 ■ Consisting of 1 set (3 pieces) base jaws GBK-2G with 
 seals and mounting screws for top jaws (6 pieces)

 ■ Consisting of seals (6 piece) 
 and mounting screws (12 pieces) 

Type Id. No. B H L1 L2* N S kg / Set SMW-AUTOBLOK

Type Id. No. SMW-AUTOBLOK

* Dimensions incl. seals, cover and screws 

Mounting  kit
for hardened base jaw GBK-2G

 ■ Consisting of seals (6 pieces), covers (6 pieces) 
 and mounting screws (12 pieces)

Type Id. No. SMW-AUTOBLOK


