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LPS 4.0

RT e-motion MM / CC e-motion

LPS 4.0
Linear positioning sensor  
inductive measuring principle
 � IO Link Interface
 � Analog output 0-10 V / 4-20 mA
 � High accuracy and repeatability
 � Best EMV characteristics
 � Protected according to IP 67
 � Compact design / simple installation

MM / CC e-motion
Electro-mechanical 
universal 4-jaw chuck
 � All motions / strokes are programmable
 � Each jaw can be actuated and controlled  
independently via an e-motor
 � Automatic centering function
 �Wireless transmission of power and data  
via inductive coupler
 � Permanent monitoring of clamping force  
and jaw position under rotation
 � Sealed and low maintenance

Inductive couplers
Inductive transmission  
of power and signals 
 � For mechatronic workholding,  
handling systems and robotic
 � Power transmission up to 1500 W
 � Signal- and BUS transmission
 � Protected according to IP 67
 � Different versions and sizes available

RT e-motion
Electro-mechanical tombstone 
with 8 clamping devices
 � Each clamping device can be actuated  
and controlled independently
 � Every station can be tooled with  
different clamping devices
 �Wireless transmission of power and data  
via inductive coupler
 � Permanent monitoring of clamping force  
and jaw position 
 � Sealed and low maintenance

Inductive couplers

SMW + Digital



EMX

COMOT

HFKS-2G Centco4

Powerful + Precise

LPS 4.0
Linear positioning sensor  
inductive measuring principle
 � IO Link Interface
 � Analog output 0-10 V / 4-20 mA
 � High accuracy and repeatability
 � Best EMV characteristics
 � Protected according to IP 67
 � Compact design / simple installation

HFKS-2G
High precision universal  
open center chuck
 �Weight-optimized chuck body  
with best accessibility
 �Multi jaw guide for high rigidity
 � Centrifugal force compensation  
for highest speed
 � Optimized lubrication system

Centco4
2+2 self centering  
and compensating 4-jaw chuck
 � Independent self centering clamping  
in 2 axis via 1 central actuating piston
 � Power operated via standard cylinder
 � Suitable for round, rectangular  
and asymmetric workpieces
 � Centrifugal force compensation
 � Large through hole
 � Suitable for OD and ID clamping

COMOT
Innovative collet chuck
 � Optional premium adapter for workpiece  
specific high precision collets 
 � Use of standard collets
 � To mount clamping mandrels  
of the „Connect“ series
 � Air sensing
 � Air purge
 � Radial fine adjustment

EMX 
Premium mandrel line
 � For turning, milling and grinding operations
 � High rigidity
 � Highest accuracy
 � Air sensing
 � Vulcanized and wear-resistant collets



Centco4-MLW

KNCS-2G

CSC

RX

Progressive + Efficient

RX
Revolutionary steady rest  
with innovative technology
 � Extra compact design with smallest  
outside dimensions
 � Very large clamping range
 � Integrated coolant flush
 � Highest accuracy and repeatability
 � Linear stroke control system

KNCS-2G
Power operated quick jaw  
change chuck with sealing 
 � Long maintenance intervals
 � Highest machine availability
 � Optimized lubrication system 
 � Constant grip force for constant  
workpiece quality

CSC
Crank shaft chuck  
with retractable jaws
 � Self centering or compensating clamping
 � Quick and safe automatic loading of the  
crank shaft by retractabale jaws and centers
 � Highest chip removal because of integrated 
hydraulic locking system
 �Maximum machine availability  
by permanent oil bath lubrication
 � Fully sealed and low maintenance

Centco4-MLW
4-jaw manual chuck
 � Independent self centering clamping in 2 axis 
via 1 central, manual actuating mechansim
 �Mechanical centering of the workpiece
 � Clamping of every workpiece  
geometry possible
 � Long lifetime due to case hardened parts
 � Suitable for OD and ID clamping



SLX

WPS-PPD

WPS / WPS Mini ZeroAct e-motion

ZeroAct e-motion
Electromechanical 
zero point module 
 � Electromechanical drive
 � Flat design
 � Inductive component detection 
 � Sealed and low maintenance

WPS / WPS Mini 
Zero point system  
for workpiece direct clamping
 �Manual central quick actuation
 � Highest repeatability
 �Maximum pull-in and holding forces
 � Best accessibility
 � Sealed and low maintenance

Stationary + Innovative

WPS-PPD
Workpiece preparation device
 � Perfect for OP 10 to prepare the workpiece  
for direct clamping system WPS in OP 20
 � Fine adjustment of the clamping height 
 � High clamping forces
 � Version with pendulum function available
 � Interchangeable clamping inserts 
(serrated / smooth / plastic)

SLX
Hydraulic long-stroke vise
 � Automated quick jaw change 
 � Clamping force monitoring  
via pressure switch 
 �Monitoring of the base jaw  
position via LPS 4.0
 � Sealed and low maintenance
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